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We are pleased to announce that Lincoln has enhanced the printed circuit boards in the QLS family of pumps.  There are now 3 additional programming options to further customize a pump for its application.  Also the number of possible metering device cycles has been increased from a maximum of 3 to 5 cycles for the DC models.

Programming step P3 sets the number of cycles and the new selections are designated as steps P4, P5, and P6.  The original P1 and P2 steps remain the same.  These new PCB’s are found in the QLS 401, 301, and 311.

New Programming Options:

P3 – Select 1 to 5 cycles for VDC pump versions.  For the VAC pumps, 1 to 3 cycles may be selected for SSV 6 and SSV 8 metering devices while SSV 12 and SSV 18 only has the option for 1 cycle. 

P4 – Programming for the output signal on the monitoring relay for external fault indication.  Select between normally open (no) or normally closed (nc) contacts.  The factory setting is “no”.

P5 – Program external display for differentiation between low-level and fault indication (QLS 301 & 311 only).  When selected, low-level indications appear as intermittent signals and malfunctions as permanent signals.
P6 – Program the start phase.  Select for the pump to begin with the pause cycle (Start Pause Time “SP”) or the operating cycle (Start Operating Time “SO”).

To identify the new PCB’s in pumps, the “Control PCB” designation on the QLS selection guide has changed.  The last digit of a complete QLS part number with timer will now be “3” instead of  “1”.  For example, 

Model Number
PCB

Programming

P30131411153
New

P1 through P6

P30131411151
Old

P1 through P3

This is an immediate manufacturing change and will be delivered to the field as inventory is depleted.  

Replacement Matrix

New Part Number
Description
Replaces

P30131211153
QLS-301 Pump,12 VOLT, 6 OUTLET
P30131211151

P30131411153
QLS-301 Pump,24 VOLT, 6 OUTLET
P30131411151

P30142611113
QLS-301 Pump,120 VOLT,
P30142611111

P30142811113
QLS-301 Pump,230 VOLT,
P30142811111

P30161211153
QLS-301 Pump,12 VOLT,12 OUTLET
P30161211151

P30161411153
QLS-301 Pump,24 VOLT,12 OUTLET
P30161411151

P30162610113
QLS-301 Pump, 120 VOLT,
P30162610111

P30162611113
QLS-301 Pump, 120 VOLT,
P30162611111

P30162811113
QLS-301 Pump, 230 VOLT,
P30162811111

P30191211153
QLS-301 Pump,12 VOLT,18 OUTLET
P30191211151

P30191411153
QLS-301 Pump,24 VOLT,18 OUTLET
P30191411151

P30192611113
QLS-301 Pump,110 VOLT,
P30192611111

P30192811113
QLS-301 Pump, 230 VOLT,
P30192811111

P31131211153
QLS-311 Pump,12 VDC,6 outlet,
P31131211151

P31131411153
QLS-311 Pump,24 VDC,6 outlet,
P31131411151

P31142611113
QLS-311 Pump,120 VAC,8 outlet
P31142611111

P31142811113
QLS-311 Pump,230 VAC,8 outlet,
P31142811111

P31161211153
QLS-311 Pump,12 VDC,12 outlet
P31161211151

P31161411153
QLS-311 Pump,24 VDC,12 outlet
P31161411151

P31162611113
QLS-311 Pump,120 VAC,12 outlet
P31162611111

P31162811113
QLS-311 Pump,230 VAC,12 outlet
P31162811111

P31191211153
QLS-311 Pump,12 VDC,18 outlet
P31191211151

P31191411153
QLS-311 Pump,24 VDC,18 outlet
P31191411151

P31192611113
QLS-311 Pump,120 VAC,18 outlet
P31192611111

P31192811113
QLS-311 Pump,230 VAC,18 outlet
P31192811111

Spare Parts

With this product enhancement, Lincoln has also consolidated the QLS 301 and 311 printed circuit board part numbers.  

Old Cycle Selection
Old PCB
New PCB
New Cycle Selection
Description

1                          1-3
550-36983-1     550-36983-2
236-14212-7
1 -5
12 /24VDC board

1                          1-3
550-36983-3    550-36983-4
236-10298-6
1-3 *
120VAC board

1                          1 -3
550-36983-5     550-36983-6
236-10298-1
1-3 *
230VAC board

* SSV 6 and SSV 8 only.

QLS 301, 311, and 401 remote control pumps with timers to only monitor lube cycles each utilize the same PCB, part number 236-14490-1.

QLS 321 and 421 pumps will continue to use printed circuit board 550-34019-2.

The upgraded programming features will allow pumps to be further customized to their applications.  Review the QLS Printed Circuit Board User Manual, 2.1A-38024-A04, located on the Lincoln web site for complete programming details.  If you have questions or concerns, please do not hesitate to call Lincoln Technical Services at 314/679-4200, Ext. 4782 or fax us at 314/679-HELP (4357).

Good Selling!

Diane Bicknese

August 15, 2004
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